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1 OSPB OSPC OSPB, OSPC, OSPR, OSPR OSPD Steering units OSPB Closed Center Steering units TAD Torque amplifiers Technical Information
                                                    

2 P Ackermann cm3/rev 100 cm3/rev [ in3/rev], 20 l/min [5.28 US gal/min], 125 bar [1813 psi] - 40 cm3/rev 1000 cm3/rev[ in3/rev], 100 l/min [26.4 US gal/min], 210 bar [3045 psi] - : 40,80, l/min [10.6,21.1, US gal / /min], 350bar [5076 psi] - : 4, 5, 8, 10 20, 240 l/min 400 l/ / min, 210 bar [3045 psi] - : 100 l/min [26.41 US gal/min], 250bar [3625 psi], 150 l/min, t Sauer-DanfossSauer Danfoss changes being necessary in specifications already agreed. All trademarks in this material are properties of the respective companies. Sauer-Danfoss ====*** and the Sauer-Danfoss logotype are trademarks of the Sauer-Danfoss Group. All rights reserved. Sauer Danfoss Sauer Danfoss Sauer Danfoss Frontpage: F TIF, F TIF, F TIF, F TIF, F TIF, F TIF, Drawing forsidetegnfa.eps 2
3 l/min [26.41 US gal/min], 250bar [3625 psi], 150 l/min, Nm [ lbf-in] - - / mm [ in]. : - :, 0.5 Nm 3 Nm [ lbf-in] :,,,,,,, - :, L - R -, P - LS. -. ( ISO, SAE, DIN ). : -, -, -, - - : - CAN - (CAN-BUS) - EHPS - PVG32 - TUV, : 1 Nm = lbf - in 1 cm3 = in3 1 N = lbf 1 litre = US gal 1 bar = psi 1*F = 1.8 x *C mm = in DKMH.PN21D.A L0502 3
4 CONTENS AND TECHNICAL LITERATURE SURVEY Page A wide range of steering components Conversion factors...3 Survey of literature with technical data on Sauer-Danfoss steering components Steering units, OSPB, OSPC, OSPR, OSPD Open Center...7 Versions...7 Code numbers and weights OSPB ON OSPC ON OSPC OR, OSPR ON OSPD ON OSPB Specification ON table for non catalogue numbers Port thread versions and valve combinations OSPB,OSPC,OSPR,OSPD OSPC ON OSPC OR OSPR ON Steering units, OSPB Closed Center: Version OSPD... ON Code numbers and weights, OSPB CN Steering units Open Center and Closed Center: Technical data Displacement, flow and pressure Valve functions in OSPC, OSPR and OSPD Port thread versions Dimensions OSPB... CN OSPB ON, OSPB CN OSPC ON, OSPC OR OSPR ON, OSPR OR OSPD ON, OSPD OR OSPB / OSPC,OSPR,OSPD Torque amplifier, TAD Version Code numbers and weights Technical data Installation Dimensions OSPB ON, OSPB CN OSPC ON, OSPC OR OSPR ON, OSPR OR OSPD ON, OSPD OR TAD DKMH.PN.210.A L0502
5 DKMH.PK.200.A L0468 OSPM OTPM DKMH.PN.210.PC L0438 / OSPB OSPC OSPR OSPD TAD DKMH.PK.210.A L0502 OSPB OSPC OSPF OSPD OSPQ OSPL OSPBX OSPCX OSPLX OLS OSQ DKMH.PN.210.A L0520 EHPS OSPCX EHPS PVE PVEDEHPS DKMH.PN.270.B L0521 OVP OVPL OVR OTPB DKMH.PN.230.A L DKMHPNL.210.A L0502 5
6 NOTES 6 DKMH.PN.210.A L0502
7 OSPB, OSPC, OSPR, OSPD VERSIONS Open center Open center steering units have open connection between pump and tank in the neutral position. In open center steering systems, pumps with fixed displacement are used. Reaction With reaction steering units any external forces acting on the steered wheels result in a corresponding movement of the steering wheel when the driver is not steering the vehicle. Non-reaction With non-reaction steering units there is no corresponding movement of the steering wheel when the driver is not steering the vehicle. O S OSPB: P B Steering unit with no valve functions - Sauer-Danfoss diagram CETOP C E diagram T O P F OSPB ON / DKMH.PN.210.A L0502 7
8 OSPB, OSPC, OSPR, OSPD VERSIONS OSPC: OSPC: Steering unit with integrated valve functions F OSPC ON / OSPC OR / 8 DKMH.PN.210.A L0502
9 OSPB, OSPC, OSPR, OSPD VERSIONS OSPR: Steering unit with rear ports and with integrated valve functions The OSPR has end ports with integrated OSPR fittings and is designed specially for applications where pipes and/or hoses must run parallel with the steering column, and where space is limited. OSPD: 2 j OSPD 2 F F OSPR ON / Open center Non-reaction OSPD ON / Open center Non-reaction DKMH.PN.210.A L0502 9
10 OSPB OSPC OSPR OSPD CODE NUMBERS AND WEIGHTS OSPB OPEN CENTER NON-REACTION OSPB / STEERING UNITS OSPB has no valve functions. Code Numbers Steering unit Connections European US Pump flow range Weight version version G 1 /2 3 /4-16UNF l/min kg O* [US gal/min] [lb] OSPB 50 ON 150N N [ ] [11.46] OSPB 80 ON 150N N [11.68] OSPB 100 ON 150N N0027 [ ] 5.4 [11.90] OSPB 125 ON 150N N [12.13] OSPB 160 ON 150N N [12.35] OSPB 200 ON 150N N0023 [ ] 5.8 [12.79] OSPB 250 ON 150N N [13.23] OSPB 315 ON 150N N [13.67] OSPB 400 ON 150N N [ ] [15.43] OSPB 500 ON 150N N [16.76] O*: O-ring chamfer on port connections Valve blocks OVP and OVR can be mounted on the all the OSPB steering units from the above table. O * O- OVP OVR OSPB 10 DKMH.PN.210.A L0502
11 OSPB OSPC OSPR OSPD OSPC O S P OPEN C CENTER NON-REACTION STEERING UNITS OSPC ON, P Code Numbers Valve settings Connections Pump flow Relief Shock Steering unit European US range valve valve version version Weight G 1 /2 3 /4-16 UNF l/min bar bar kg S** O* [US gal/min] [psi [psi] [lbf] OSPC 40 ON 150N2148 OSPC 50 ON 150N N2136 OSPC 80 ON 150N N2137 OSPC 100 ON 150N N2138 OSPC 125 ON 150N N2139 OSPC 160 ON 150N N2140 OSPC 200 ON 150N N2141 OSPC 250 ON 150N N2168 OSPC 315 ON 150N N2142 OSPC 400 ON 150N2157 OSPC 500 ON 150N [11.46] [ ] [2030] [2900] 5.2 [11.46] [11.68] [ ] 5.4 [11.90] 5.5 [12.13] [12.35] [ ] [2465] [3263] [12.79] 6.0 [13.23] 6.2 [13.67] [ ] [15.43] O*: O * O-ring O- chamfer on port connections S**: Spot-face around port connections (can not be used in connection with OVR angular block). 7.6 [16.78] If you wish other port connection displacements, combination of displacement and pump flow range, valve combinations 14 and/or other valve settings, - please fill in the order form on page 14 and contact the Sauer-Danfoss Sales Organisation. DKMH.PN.210.A L
12 Open and Closed Center Steering units, Torque amplifiers Technical Information OSPB OSPC OSPR OSPD Steering units, OSPB, OSPC, OSPR, OSPD Open Center CODE NUMBERS AND WEIGHTS O OSPC S P OPEN C CENTER REACTION STEERING UNITS OSPR O S P OPEN R CENTER NON-REACTION STEERING UNITS OSPC OR P relief valve suction valves Steering unit OSPC 80 OR OSPC 200 OR Code Numbers Pump flow Valve settings Connections range Relief valve European version Weight G G1/2 1 l/min bar kg [US gal/min] [psi [lbf] 150N N [ ] 170 [11.68] [2465] 5.8 [ ] [12.79] If you wish other displacements, port connections, pump flow range, valve combinations and/or other valve settings, 14 please fill in the order form - on page 14 and contact the Sauer-Danfoss Sales Organisation. OSPR ON P suction valves Code Numbers Pump flow Valve settings Connections range Relief Shock Weight Steering unit European version valve valve ORFS 11 /16-16 UN l/min bar bar kg 9 /16-18 UNF [US gal/min] [psi] [psi] [lbf] OSPR 125 ON 150N [ ] [2465] [3263] [10.80] If you wish other displacements, reaction type, pump flow range and/or other valve settings, 14 please fill in the order form - on page 14 and contact the Sauer-Danfoss Sales Organisation. 12 DKMH.PN.210.A L0502
13 CODE NUMBERS AND WEIGHTS OSPD OPEN CENTER O NON-REACTION S P D / STEERING UNITS Open and Closed Center Steering units, Torque amplifiers Technical Information Steering OSPB OSPC OSPR OSPD units, OSPB, OSPC, OSPR, OSPD Open Center OSPC OR check P valve in P-port relief valve shock valves suction valves Code Numbers Pump flow Valve settings Connections range Relief Shock Weight Steering unit European version valve valve G G1/2 1 l/min bar bar kg S** [US gal/min] [psi] [psi] [lbf] OSPD 70/195 ON 150G4051 [ ] [2465] [3263] [16.76] S**: Spot-face around port connections (can not be used in connection with OVR angular block) If you wish other displacements, reaction type, pump flow range and/or other valve settings, 14 please fill in the order form - on page 14 and contact the Sauer-Danfoss Sales Organisation. DKMH.PN.210.A L
14 OSPB OSPC OSPR OSPD - OSPC OSPR OSPD - Your company Name Vehicle Potential pcs/year Completed by Date Steering unit OSPC OSPR OSPD type Reaction ON / (Open center Non-reaction) OR (Open / center Reaction) type DP, cm 3 /rev OSPC ON DP, cm 3 /rev OSPC OR DP, cm 3 /rev OSPR ON/OR DP, cm 3 /rev 60/185 60/220 60/260 70/195 70/230 70/ / / / / /440 OSPD ON DP, cm 3 /rev 60/185 60/220 70/195 70/230 OSPD OR Pump flow range l/min Port threads G 1 /2 G 1 /2 - S** M O* S** M22 1.5/M S** 3 /4-16UNF - O* OSPC*** Relief **** valve**** no relief valve bar bar Shock valves no shock valves bar Suction Yes No valves Neutral Soft: Standard: Strong: setting Nm in normal steering situations Nm in normal steering situations Nm in normal steering situations springs Unit black Yes No painted DP: O*: S**: OSPC***: **** Relief valve****: O- OVR OSPC ON / OR 13 OSPR 16 OSPC OSPR OSPD P - : 14 DKMH.PN.210.A L0502
15 OSPB OSPC OSPR OSPD OSPS ON / OR Threads Valves Ports For steering Relief valve Shock valves column I I Suction valves Yes Yes Yes DIN Yes Yes No M G 1 /2 Yes No Yes Yes No No DIN Yes Yes Yes G 1 /2 M Yes Yes No w. spot-face No Yes Yes ISO Yes Yes Yes M18 1.5, Yes Yes No M w. O O-ring chamfer Yes No Yes and spot-face Yes No No DIN Yes Yes Yes P T P T: M22 1.5, L R L R: M M Yes No Yes w. spot-face Yes No No Yes Yes Yes ISO Yes Yes No 3 /4-16 NF, 3 /8-16 UNC Yes No Yes O-ring O boss port Yes No No No Yes Yes ISO Yes Yes Yes 3 /4-16 NF, M Yes Yes No O-ring O boss port Yes No Yes OVR OSPR ON / OR OSPD ON / OR. Yes -- No -- DKMH.PN.210.A L
                                                    

16 OSPB Closed center Closed center steering units are blocked P on their P port in the neutral position. In closed center steering systems, variable oil flow is required. Non-reaction With non-reaction steering units there is no corresponding movement of the steering wheel when the driver is not steering the vehicle [ F OSPB CN Closed / center Non-reaction OSPB / OSPB Code Numbers Steering unit Connections US version ¾-16UNF O* OSPB 50 CN OSPB 80 CN OSPB 100 CN OSPB 125 CN OSPB 160 CN OSPB 200 CN OSPB 315 CN 150G4104 OSPB 400 CN 150G4105 O * O OVP OVR OSPB Weight kg [lbf] 5.2 [11.46] 5.3 [11.68] 5.4 [11.90] 5.5 [12.13] 5.6 [12.35] 5.8 [12.79] 6.2 [13.23] 7.0 [15.43] 16 DKMH.PN.210.A L0502
17 DISPLACEMENT, FLOW AND PRESSURE Steering unit Displacement Recommended* Max. pressure on connections * oil flow P T L, R cm 3 /rev l/min bar bar bar [in 3 /rev] [US gal/min] [psi] [psi] [psi] OSPC 40 ON 40 [2.44] 4-18 [ ] 140 OSPB/OSPC 50 ON 50 [3.05] 5-18 [ ] [2030] OSPC 60 ON 60 [3.66] 6-18 [ ] OSPC 70 ON 70 [4.27] 7-18 [ ] 175 OSPB/OSPC 80 ON 80 [4.88] 8-30 [ ] [2538] OSPB/OSPC 100 ON 100 [6.10] [ ] OSPB/OSPC 125 ON 125 [7.63] [ ] OSPB/OSPC 160 ON 160 [9.76] [ ] [580] [4061] OSPB/OSPC 185 ON 185 [ 11.29] [ ] OSPB/OSPC 200 ON 200 [12.20] [ ] OSPB/OSPC 230 ON 230 [14.04 ] [ ] 210 OSPB/OSPC 250 ON 250 [15.26] [ ] OSPB/OSPC 315 ON 315 [19.22] [ ] [3045] OSPB/OSPC 400 ON 400 [24.41] [ ] OSPB/OSPC 500 ON 500 [30.51] [ ] OSPC 40 OR 40 [2.44] 4-18 [ ] 140 OSPC 50 OR 50 [3.05] 5-18 [ ] [2030] OSPC 60 OR 60 [3.66] 6-18 [ ] OSPC 70 OR 70 [4.27] 7-18 [ ] 175 OSPC 80 OR 80 [4.88] 8-30 [ ] [2538] OSPC 100 OR 100 [6.10] [ ] [580] [4061] OSPC 125 OR 125 [7.63] [ ] OSPC 160 OR 160 [9.76] [ ] 210 OSPC 185 OR 185 [11.29 ] [ ] [3045] OSPC 200 OR 200 [12.20] [ ] OSPR 70 ON 70 [4.27] 7-18 [ ] OSPR 80 ON 80 [4.88] 8-30 [ ] OSPR 125 ON 125 [7.63] [ ] [2538] [5] [3480] OSPR 200 ON 200 [12.20] [ ] OSPR 70 OR 70 [4.27] 7-18 [ ] OSPR 80 OR 80 [4.88] 8-30 [ ] OSPR 125 OR 125 [7.63] [ ] [2538] [5] [3480] OSPR 200 OR 200 [12.20] [ ] OSPB 50 CN 50 [3.05] 5 [1.32] 140 [2030] OSPB 80 CN 80 [4.88] 8 [2.11] OSPB 100 CN 100 [6.10] 10 [2.64] OSPB 125 CN 125 [7.63] 13 [3.43] OSPB 160 CN 160 [9.76] 16 [4.23] [2538] [580] [4061] OSPB 200 CN 200 [12.20] 20 [5.28] OSPB 315 CN 315 [19.22] 32 [8.45] OSPB 400 CN 400 [24.41] 40 [10.57] * Criteria for determining the recommended oil flow: - As a minimum the oil flow it takes to ensure sufficient steering speed at engine idle speed Ensures the least possible pressure loss at full speed - DKMH.PN.210.A L
18 DISPLACEMENT, FLOW AND PRESSURE Displacement Displacement Recom- Max. pressure on connections Steering unit manual steer normal steer mended* P T L, R mode mode oil flow l/min cm 3 /rev cm 3 /rev [US gal/ bar bar bar [in 3 /rev] [in 3 /rev] min] [psi] [psi] [psi] OSPD 60/185 ON [3.66] [11.29] [ ] OSPD 60/220 ON [3.66 [13.43] [ ] OSPD 60/260 ON [3.66] [15.87] [ ] OSPD 70/195 ON [4.27] [11.90] [ ] OSPD 70/230 ON [4.27] [14.04] [ ] OSPD 100/260 ON [3045] [580] [4060] [6.10] [15.87] [ ] OSPD 100/300 ON OSPD 125/285 ON OSPD 125/325 ON OSPD 125/440 ON OSPD 60/185 OR OSPD 60/220 OR OSPD 70/195 OR OSPD 70/230 ON [6.10] [18.31] [ ] [7.63] [17.39] [ ] [7.63] [19.83] [ ] [7.63] [26.85] [ ] [3.66] [11.29] [ ] [3.66] [13.43] [ ] [3045] [580] [4060] [4.27] [11.90] [ ] [4.27] [14.04] [ ] * DKMH.PN.210.A L0502
19 OSPC OSPR OSPD, 50 [122 F] 21mm2 / s [100 SUS] 25 l / min [ US gal / min ] 170 bar [ 2466 psi ] + 5 bar [ + 73 psi 170 bar [ 2466 psi ] + 10bar [ psi ] A = bar [ psi ] B = bar [ psi ] Q = 25 i/min [ 6.60 US gal / min ] L T R T 1 l / min [ 0.26 US gal / min ], 200 bar [ 2900 psi ] + 20 bar [ psi ] 200 bar [ 2900 psi ] bar [ psi ] 19
20 OSPC OSPR OSPD VALVE FUNCTIONS IN The suction valves ensure oil suction to avoid cavitation in the steering cylinder. To OSPC, OSPR AND OSPD provide correct suction, a back pressure valve must be fitted in the tank line from the 2 bar [ 29 psi ] STEERING UNITS steering unit bar [ psi ] Generally we recommended a - back pressure of 2 bar [29 psi], but on vehicles with strong SUCTION VALVES selfstraightening tendencies, we recommend 5-10 bar [ psi]. For further advice, please contact the Sauer-Danfoss Sales Organisation. Note: ) A connection which incorporates a check valve must be established to allow oil flow to by-pass the back pressure valve (and filter) from the tank to steering unit. CHECK VALVE The check valve protects the driver against steering wheel jerks. The check valve prevents oil from flowing backwards into the pump line when P - steering against a high pressure on the cylinder 11 side. The check valve is mm built [0.45in] into the steering unit P connection. The pressure drop across the check valve depends on the use of port adoptors with 11 mm [0.43 in] minimum bore and is indicated on the graph. 20 DKMH.PN.210.A L0502
21 P T 5 0 C (122 F 21 mm2/s [100 SUS ] A OSPB ON OSPC ON/OR A: OSPB B OSPR ON and ON/OR OSPC ON/OR B: OSPR C OSPD ON/OR ON/OR C: OSPD ON/OR The pressure drop curves are solely valid for selected spool sets within the recommended flow range. E.g. OSPC 50 ON with a 5 spool - 18 l/min[1.32 set for l/min US [ gal/min ] OSPC US gal/min], 50 ON pressure drop curve A solely applies A0 within the interval - 18 l/mm from [ l/min US gal/min [ US ] gal/min]. A higher flow supply to the steering unit (e.g. 30 l/min [7.93 US gal/min]) will make the pressure drop exceed the : value, which curve A shows at 30 l/min 30 l/mim [7.93[ US 7.93 gal/min]. US gal/min]), A 30 l/mim [ 7.93 US gal/min ]. DKMH.PN.210.A L
22 A: G main ports B: G main ports C: Metric main ports O O-ring chamfer K: DIN G½ L: DIN G½ M: ISO M D: Metric main ports E: Metric main ports F: UNF main - ports w. spot-face w. spot-face O w. O-ring chamfer N: DIN O: DIN P: ISO M M ¾-16UNF O-ring O boss port G: ORFS main ports: H ORFS H: main ports: O- O-ring face seal O- O-ring face seal Q: ISO R: ISO /16-16 UN 9 /16-18 UNF 22 DKMH.PN.210.A L0502
23 DIMENSIONS OSPB ON ON and OSPB CN CN Type OSPB 50 OSPB 80 OSPB 100 OSPB 125 OSPB 160 OSPB 200 OSPB 250 OSPB 315 OSPB 400 mm mm L 1 L2 [in] [in] [4.96] [0.26] [5.08] [0.41] [5.20] [0.51] [5.31] [0.64] [5.51] [0.82] [5.71] [1.02] [5.94] [1.28] [6.30] [1.61] [6.73] [2.05] OSPB 500 [7.24] [2.56] European version: A: G ½; 15 mm [0.599 in] ] deep B: M10 1.5, 16 mm [0.63 in] deep US version: A: ¾ - 16 UNF O O-ring - boss; 15 mm [0.599 in] ] deep B: 3 /8-16 UNC, 16 mm [0.63 in] deep DKMH.PN.210.A L
24 DIMENSIONS OSPC ON ON and OSPC OR OR Type OSPC 40 OSPC 50 OSPC 60 OSPC 70 OSPC 80 OSPC 100 OSPC 125 OSPC 160 OSPC 185 OSPC 200 OSPC 230 OSPC 250 OSPC 315 OSPC 400 mm mm L 1 L2 [in] [in] [4.96] [0.26] [4.96] [0.26] [5.04] [0.36] [5.04] [0.36] [5.08] [0.41] [5.20] [0.51] [5.31] [0.64] [5.51] [0.82] [5.63] [0.94] [5.71] [1.02] [5.87] [1.18] [5.94] [1.28] [6.30] [1.61] [6.73] [2.05] OSPC 500 [7.24] [2.56] European version: A: G ½ 1/2 w. spot-face or M18 x 1.5 ISO 6149 or M22 x 1.5 (P and T) T) + M18 M x 1.5 (L and R) DIN 3852: 3852; 15 mm [0.59 IN] in] deep B: M10 1.5, 16 mm [0.63 in] deep US version: A: ¾ - 16 UNF O-ring O boss; 15 mm [0.599 in] deep B: 3 /8-16 UNC, 16 mm [0.63 in] 24 DKMH.PN.210.A L0502
25 DIMENSIONS OSPR ON ON and OSPR OR OR Type OSPR 70 OSPR 80 OSPR 100 OSPR 125 OSPR 160 mm mm L 1 L2 [in] [in] [5.55] [0.36] [5.59] [0.41] [5.71] [0.51] [5.83] [0.64] [6.02] [0.82] OSPR 200 [6.22] [1.02] P P T and T: 11/16-16 UN ORFS L L R and R: 9/16-18 UNF ORFS ISO B: M10 1.5, 16 mm [0.63 in] deep DKMH.PN.210.A L
26 OSPD ON OSPD OR DIMENSIONS OSPD ON and OSPD OR Type L 1 mm L 2 mm L3 mm [in] [in] [in] OSPD /185 [7.68] [0.36] [0.82] OSPD /220 [7.87] [0.36] [1.92] OSPD /195 [7.48] [0.36] [0.64] OSPD /230 [7.68] [0.36] [0.82] OSPD /260 [7.83] [0.51] [0.82] OSPD /300 [8.03] [0.51] [1.02] OSPD /285 [7.95] [0.64] [0.82] OSPD /325 [8.15] [0.64] [1.02] OSPD /440 [8.74] [0.64] [1.61] European version: A: G ½; 15 mm [0.59 in] deep w. spot-face; B: M10 1.5, 16 mm [0.63 in] deep 26 DKMH.PN.210.A L0502
                                                    

27 TAD VERSION Open center TAD is an open center torque amplifier, which has open connection between pump TAD and tank in the neutral position. In open center steering systems, pumps with fixed displacement are used. F CODE NUMBERS AND WEIGHTS Code number Weight Type European version US version kg G ½ ¾-16 UNF [lb] TAD B B [13.67] TAD B B [14.33] DKMH.PN.210.A L
28 TAD TECHNICAL DATA Torque amplifier TAD 100 TAD 160 Displacement cm 3 /rev in 3 /rev [6.10] [9.76] Input torque * Nm approx. 3 3 approx. 3 3 lbf in [26.55] [26.55] Max. input torque Nm cont. lbf in [177.02] [177.02] Nm peak lbf in [ ] [ ] Hydraulic output torque at bar bar [ [1015 psi psi] ] Nm lbf in [708.06] [ ] Max. operating pressure bar psi [1015] [1015] Max. return pressure bar 2 2 psi [29] [29] Recommended oil Qflow Q l/min US gal/min [2.64] [4.23] Max. speed at Q Q r/min Pressure drop in neutral position at Q bar and viscosity Q 21 mm 2 /s [ mm2 SUS] / s [100 SUS ] psi [13] [20] Pressure relief valve setting bar psi [1015] [1015] * * This torque is of course considerably higher if the oil flow is insufficient or fails completely. TAD VALVE FUNCTION IN TAD TORQUE AMPLIFIERS The output shaft must be capable of handling the torque (manual input torque + hydraulic output torque). 50 The data given here comes from *C measurements [122 * F ] on a representative 21 mm2 / s sample [ 100 SUS of torque ] amplifiers from production. Oil with a viscosity of 21 mm 2 /s [100 SUS] at 50 C [122 F] was used. PRESSURE RELIEF VALVE The pressure relief valve protects the pump and the torque amplifier against excessive pressure. The pressure relief P valve in the torque T amplifier limits the : maximum pressure drop 25 from l / P min to T. The pressure relief valve [ 6.6 is set 0 at US gal / min ] 25 l/min [6.60 US gal/min]. A: bar bar [1015 [ psi]. +73 psi ] 28 DKMH.PN.210.A L0502
29 TAD f Type TAD 100 mm mm L 1 L2 [in] [in] [5.39] [7.13] TAD 160 [5.71] [7.44] European version: P, T: G 1 /2; 15 mm [0.59 in] deep, w. spot-face A: 3 /16 in 3 /4 in SAE J502 B: M10 1.5, 16 mm [0.63 in] deep US version: P, T: 3 /4-16 UNF O-ring O boss; 15 mm [0.59 in] deep A: 3 /16 in 3 /4 in SAE J502 B: 3 /8-16 UNC, 16 mm [0.63 in] deep DKMH.PN.210.A L
30 30 DKMH.PN.210.A L0502
31 DKMH.PN.210.A L
32 OUR PRODUCTS DKMH.PN.210.A L /2002 Sauer-Danfoss (US) 2800 East 13 Ames, IA 50010, USA Phone: , Fax: Sauer-Danfoss (Neumünster) GmbH & Co. OHG Postfach 2460, D Neumünster Krokamp 35, D Neumünster, Germany Phone: , Fax: Sauer-Danfoss (Nordborg) A/S DK-6430 Nordborg, Denmark Phone: , Fax: wwnfoss.com
                                    

                                

                                
                            




                            
                            
                                                                    
                                        
                                        
                                        
                                        
                                    

                                
                                
                                    
                                        Similar documents
                                        
                                    
                                

                                

    
        Gerotor Motors Series Dimensions A,B C T L L G1/2 M G1/ A 4 C H4 E
    

    
        
        Gerotor Motors Series Size CC-A Flange Options-B Shaft Options-C Ports Features 0 0 5 5 1 0 1 0 3 3 0 0 SAE A 2 Bolt - (2) 4 Bolt Magneto (4) 4 Bolt Square (H4) 1.0" Keyed (C) 25mm Keyed (A) 1.0' 6T Spline    
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        Gerolor Motors Series Dimensions A,B C T L L G1/2 M8 G1/ A 4 C H4 E
    

    
        
        Gerolor Motors Series Size CC-A Flange Options-B Shaft Options-C Ports Features 0 0 12 12 1 1 0 0 2 2 31 31 0 0 SAE A 2 Bolt - (2) 4 Bolt Magneto (4) 4 Bolt Square (H4) 1.0" Keyed (C) 2mm Keyed (A) 1.0'    

    
        More information 
    




    
        8260
    

    
        
        ASCO Stainless Steel Spool Valves Manually Operated and Main Supply Reset Valves Pilot Operated 316L Stainless Steel Bodies 1/4" NPT 3/2 Features Ideal for oil and gas control panel applications Drop-in    
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        K301Q-D VRT中英文说明书141009
    

    
        
        THE INSTALLING INSTRUCTION FOR CONCEALED TANK Important instuction:.. Please confirm the structure and shape before installing the toilet bowl. Meanwhile measure the exact size H between outfall and infall    
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        SHIMPO_表1-表4
    

    
        
        For servo motor ABLEREDUCER SSeries Coaxial shaft series Features S series Standard backlash is 3 arc-min, ideal for precision control. High rigidity & high torque were achived by uncaged needle roller    
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        Hydraulics FITTINGS PRODUCT INDEX The comprehensive range of Hydraulic Hose Fittings supplied by Pirtek includes products which are suitable in skive and non-skive applications for use on low, medium,    
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        For servo motor ABLEREDUCER L Series Features Coaxial shaft series L series Helical gears contribute to reduce vibration and noise. Standard backlash is 5 arc-min, ideal for precision control. High rigidity    
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        Preface This guide is intended to standardize the use of the WeChat brand and ensure the brand's integrity and consistency. The guide applies to all d
    

    
        
        WeChat Search Visual Identity Guidelines WEDESIGN 2018. 04 Preface This guide is intended to standardize the use of the WeChat brand and ensure the brand's integrity and consistency. The guide applies    
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        Manual and Pilot Operated Spool Valves 6L Stainless Steel and Brass Bodies /4" to " NPT / / 6/6 Features Ideal for valve automation for the oil and gas market Reliable, robust design with high flow performance    
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        MS125 8 10 000 [609,9] 5 000 [305,0] 15 900 [8 086] 0 12 500 [762,4] 6 250 [381,2] 19 875 [10 107] 240 [322] 160 [215] 2 15 000 [914,9] 7 500 [457,4] 23 850 [12 128] 130 105 85 90 70 60 105 85 70 450 [6    
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        Microsoft Word - 301E高温样本封面.doc
    

    
        
        无锡卓尔阀业有限公司 301E 三偏心高温 蝶阀 Triple Eccentric High Temperature Butterfly Valves STANDARD SPECIFICATION 301E GENERAL 301E Triple Eccentric High Temperature Butterfly valve 301E Triple eccentric high temperature    
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        http://www.infobluetooth.com TEL:+86-23-68798999 Fax: +86-23-68889515 Page 1 of 10 http://www.infobluetooth.com TEL:+86-23-68798999 Fax: +86-23-68889515 Page 2 of 10 http://www.infobluetooth.com TEL:+86-23-68798999    
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        LH_Series_Rev2014.pdf
    

    
        
        REMINDERS Product information in this catalog is as of October 2013. All of the contents specified herein are subject to change without notice due to technical improvements, etc. Therefore, please check    
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        Table of Contents Power Film Capacitors Power Film Capacitors Series Table Product Type Series Voltage Capacitance() Page DC-Link Power Film Capacitors Power Film Capacitors Power Film Capacitors Power    
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        地 產 代 理 監 管 局 公 開 資 料 守 則 2014 年 5 月 目 錄 引 言 第 1 部 段 數 適 用 範 圍 1.1-1.2 監 管 局 部 門 1.1 紀 律 研 訊 1.2 提 供 資 料 1.3-1.6 按 慣 例 公 布 或 供 查 閱 的 資 料 1.3-1.4 應 要 求 提 供 的 資 料 1.5 法 定 義 務 及 限 制 1.6 程 序 1.7-1.19 公 開 資    
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        Important Notice SUNPLUS TECHNOLOGY CO. reserves the right to change this documentation without prior notice. Information provided by SUNPLUS TECHNOLO
    

    
        
        Car DVD New GUI IR Flow User Manual V0.1 Jan 25, 2008 19, Innovation First Road Science Park Hsin-Chu Taiwan 300 R.O.C. Tel: 886-3-578-6005 Fax: 886-3-578-4418 Web: www.sunplus.com Important Notice SUNPLUS    
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        WVT new
    

    
        
        Operating and Installation Instructions 5120 004601 (PD 84 09 25) Please read this specification carefully before you use the product. Any failure and losses caused by ignoring the above mentioned items    
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        WFC40810
    

    
        
        9000086873 (PD 85 05 10) Operating and Installation Instructions Please read this specification carefully before you use the product. Any failure and losses caused by ignoring the above mentioned items    
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        WH / MS CMP0087-00 TC WH/MS EPSON EPSON EXCEED YOUR VISION EXCEED YOUR VISION Seiko Corporation Microsoft and Windows are registered trademarks of Microsoft Corporation. Mac and Mac OS are registered trademarks    
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        M2U M bar (2 psi) 28 r/min Nm/6.9 bar (18,25 35 lb.in./1 25M - 5M psi ), 1 ( 12 M2U, Nm/6.9 bar (42 M2-2 3 lb.in./1 psi )
    

    
        
        Vickers M2U, M2-2 25M 5M Revised 4/98 674-C M2U M2-2 138 bar (2 psi) 28 r/min 2. 2.8 1 4. Nm/6.9 bar (18,25 35 lb.in./1 25M - 5M psi ), 1 ( 12 M2U, 2.7 33.9 Nm/6.9 bar (42 M2-2 3 lb.in./1 psi ) 4 36, r/min    
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        THE INSTLLING INSTRUCTION FOR CONCELED TNK Important instuction:.. Please confirm the structure and shape before installing the toilet bowl. Meanwhile measure the exact size H between outfall and infall    
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        HDMI camera ARTRAY CO,. LTD   Introduction Thank you for purchasing the ARTCAM HDMI camera series. This manual shows the direction how to use the viewer software. Please refer other instructions or contact    
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        E15-3D1 1. Specifications Compact 4-Way Cassette type Model name MMU- AP0071MH2UL AP0091MH2UL AP0121MH2UL AP0151MH2UL AP0181MH2UL Cooling Capacity kbt
    

    
        
        E15-3D1 Compact 4-Way Cassette type MMU-AP0071MH2UL MMU-AP0091MH2UL MMU-AP0121MH2UL MMU-AP0151MH2UL MMU-AP0181MH2UL Contents 1. Specifications 2. Dimensions 3. Center of gravity 4. Piping diagram 5. Wiring    
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        國 立 政 治 大 學 教 育 學 系 2016 新 生 入 學 手 冊 目 錄 表 11 國 立 政 治 大 學 教 育 學 系 博 士 班 資 格 考 試 抵 免 申 請 表... 46 論 文 題 目 申 報 暨 指 導 教 授... 47 表 12 國 立 政 治 大 學 碩 博 士 班 論
    

    
        
        國 立 政 治 大 學 教 育 學 系 2016 新 生 入 學 手 冊 目 錄 一 教 育 學 系 簡 介... 1 ( 一 ) 成 立 時 間... 1 ( 二 ) 教 育 目 標 與 發 展 方 向... 1 ( 三 ) 授 課 師 資... 2 ( 四 ) 行 政 人 員... 3 ( 五 ) 核 心 能 力 與 課 程 規 劃... 3 ( 六 ) 空 間 環 境... 12 ( 七 )    
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        Inst_gene.book
    

    
        
        2 12/05/2015 12/05/2015 3 30 4 12/05/2015 12/05/2015 5 MS05-0-D24-F04-1220-0000 000743806K 000 63622 A B C A MS05-0-D24-F04-1220-0000 MS08-D-EE5-F08-1K24-2DEJM B 000743806K A52424H C 002-63622 VFR8008687001    
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        HCD0174_2008
    

    
        
        Reliability Laboratory Page: 1 of 5 Date: December 23, 2008 WINMATE COMMUNICATION INC. 9 F, NO. 111-6, SHING-DE RD., SAN-CHUNG CITY, TAIPEI, TAIWAN, R.O.C. The following merchandise was submitted and identified    
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        Co-integration and VECM Yi-Nung Yang CYCU, Taiwan May, 2012 不 列 1 Learning objectives Integrated variables Co-integration Vector Error correction model (VECM) Engle-Granger 2-step co-integration test Johansen    
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        入學考試網上報名指南
    

    
        
        入 學 考 試 網 上 報 名 指 南 On-line Application Guide for Admission Examination 16/01/2015 University of Macau Table of Contents Table of Contents... 1 A. 新 申 請 網 上 登 記 帳 戶 /Register for New Account... 2 B. 填    
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        PowerPoint Presentation
    

    
        
        TOEFL Practice Online User Guide Revised September 2009 In This Guide General Tips for Using TOEFL Practice Online Directions for New Users Directions for Returning Users 2 General Tips To use TOEFL Practice    
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        Cube20S small, speedy, safe Eextremely modular Up to 64 modules per bus node Quick reaction time: up to 20 µs Cube20S A new Member of the Cube Family
    

    
        
        small, speedy, safe Eextremely modular Up to 64 modules per bus de Quick reaction time: up to 20 µs A new Member of the Cube Family Murrelektronik s modular I/O system expands the field-tested Cube family    
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        Rotary Switch Catalogue
    

    
        
        Rotary Switches RS300/400/500 Series Outline Our RS series embody the manufacturing history of our company. All series are sturdy and solid with high dependability designed for control units of plants,    
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        GC-APPI-MasCom
    

    
        
        GC-APPI Interface MasCom Technologies Founded in January 1991 as MasCom Analysengeräte Service GmbH Office at Sophie-Germain-Str. 4, 281 Bremen, Germany 18 Employees 6 Electronic engineers 4 Precision    
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        Captive Screws Styled knob series M3 thread size Smooth knob meets UL-1950 Designed for hand operation Spring ejected Wide variety of sizes, re
    

    
        
        440 47 Captive Screws d knob series M3 thread size Smooth knob meets U-1950 Designed for hand operation Spring ejected Wide variety of sizes, recesses and installation options Material and Finish : Press-in:    
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        卡尔费休库仑滴定仪和水蒸发器测量卡氏炉标准物质
    

    
        
        Certificate of Ana lysis Apura Certified Reference Material Producer: Accreditation: Description of CRM: Lot No.: Composition: Merck KGaA, Frankfurter Str. 250, 64293 Darmstadt, Germany. Merck KGaA, Darmstadt,    
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        扣压式.xls
    

    
        
        Eastern Bright International Group Co., Limited Tel +86-13585850593 +86-21-68711895 Fax +86-21-68711895 E-mail eastern_bright@yahoo.cn Website www.easternbright.com 10411 METRIC MALE 24 CONE SEAT L.T.DIN    
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        Chn 116 Neh.d.01.nis
    

    
        
        31 尼 希 米 书 尼 希 米 的 祷 告 以 下 是 哈 迦 利 亚 的 儿 子 尼 希 米 所 1 说 的 话 亚 达 薛 西 王 朝 二 十 年 基 斯 流 月 *, 我 住 在 京 城 书 珊 城 里 2 我 的 兄 弟 哈 拿 尼 和 其 他 一 些 人 从 犹 大 来 到 书 珊 城 我 向 他 们 打 听 那 些 劫 后 幸 存 的 犹 太 人 家 族 和 耶 路 撒 冷 的 情 形    
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        課程講義 禁止轉載
    

    
        
        2015.11.17 1 2 SKF Sweden SKF Japan SNFA = Revolve (USA) Gilman (USA) SKF Schaeffler Barden(USA) FAG (Germany) 3 NTN Fanir Koyo SNR TIMKEN NRB GMN NSK NSK-RHP 4 5 6 7 8 9 10 11 12 13 : 7:24 7/24 1:10 1/10    

    
        More information 
    




    
        Yuandong-hawks Ball valve cdr
    

    
        
        Yuandong 奉化市远东车辆部件有限公司 Fenghua Yuandong Auto Parts imited Company 奉化市哈克斯自动化设备有限公司 Fenghua awks Automatic Equipment imited Company igh Pressure Ball Valve igh pressure Ball valve is mainly used in the hydraulic    
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        PDS-1 [蹂€?섎맖]
    

    
        
        BS EN ISO 9001:2000 PDS SCOTCH-YOKE PDS50 PDS200 SCOTCH-YOKE I-TORK Controls Ltd. ITS I-TORK PDS 10Nm-000Nm 5Nm-1900Nm -20 o C~80 o C ISO5211 DIN3337 NAMUR VDI/VDE385 2 NAMUR ( ) - - O- VDI/VDE 385 NAMUR    
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        KDG KG KDG KG KDG KG "K" K KG KDG C KG K KG F V KG NF/ISO NF 35 bar (575 psi) DGV-3 (S) KDGV KGV ISO 1-3 Viton* O- NF D3 CEO 3 NEM KDGV KGV * Viton Du
    

    
        
        Vickers KDGV-3S KGV-3S K()DGV-3 K()GV -3 ISO 1-3 (NF D3) 35 bar (575 psi) 1998 11 539-C KDG KG KDG KG KDG KG "K" K KG KDG C KG K KG F V KG NF/ISO NF 35 bar (575 psi) DGV-3 (S) KDGV KGV ISO 1-3 Viton* O-    
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        LSC操作说明
    

    
        
        1 C H R I S T A L P H A 1-4 LSC 型 Part. No. 102041 A L P H A 2-4 LSC 型 Part. No. 10204 冷 冻 干 燥 机 操 作 说 明 新 研 制 的 LSC-8 控 制 器, 具 备 图 形 显 示 功 能, 能 以 数 据 表 形 式 显 示 参 数, 并 可 选 配 控 制 软 件 LSC-8 1/4 VGA 大 屏 幕    

    
        More information 
    




    
        ( )
    

    
        
        Secondary School Physical Fitness Award Scheme Student s Handbook Jointly Organized By Hong Kong Childhealth Foundation Education Department ( ) Secondary School Physical Fitness Award Scheme Student s    
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        AI-AUTO-011 Saflex® Advanced PVB - Color Interlayer (Chinese)
    

    
        
        Saflex Saflex (PVB) / Saflex B Saflex PVB 96% Saflex PVB Saflex PVB Saflex Saflex PVB * RB47 367700 x x x x x RB47 377800 / x x x x x RB47 547800 x x x x x RB47 147800 x x x x x RB47 156100 x x x x RB47    
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        <C9ADC3F7D5FDB8E5322E696E6464>
    

    
        
        温 州 森 明 阀 门 管 件 有 限 公 司 Wenzhousenminvalvepipe fittingco.,ltd. 198 www.wz868108.com www.cnsenming.com Sanitary Pumps 卫 生 级 泵 系 列 199 温 州 森 明 阀 门 管 件 有 限 公 司 Wenzhousenminvalvepipe fittingco.,ltd. 卫 生 级    
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        Microsoft Word - PZ series.doc
    

    
        
        叠 层 片 式 铁 氧 体 磁 珠 P 系 列 Multilayer Chip Ferrite Bead P Series Operating Temp. : -4 ~ +8 特 征 FEATUES 内 部 印 有 银 电 极 的 叠 层 结 构, 铁 氧 体 屏 蔽 无 串 扰 Internal silver printed layers and magnetic shielded structures    
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        Microsoft Word - template.doc
    

    
        
        HGC efax Service User Guide I. Getting Started Page 1 II. Fax Forward Page 2 4 III. Web Viewing Page 5 7 IV. General Management Page 8 12 V. Help Desk Page 13 VI. Logout Page 13 Page 0 I. Getting Started    
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        Building Technology Experience Center concept air conditioning concept heat pump special energy-saving techniques in hydraulics Concrete core conditio
    

    
        
        Building Technology Experience Center concept air conditioning concept heat pump special energy-saving techniques in hydraulics Concrete core conditioning Initial situation Passive House Technology Experience    
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        6-7 6-8 6-9 Process Data flow Data store External entity 6-10 Context diagram Level 0 diagram Level 1 diagram Level 2 diagram 6-11 6-12
    

    
        
        6-1 6-2 6-3 6-4 6-5 6-6 6-7 6-8 6-9 Process Data flow Data store External entity 6-10 Context diagram Level 0 diagram Level 1 diagram Level 2 diagram 6-11 6-12 6-13 6-14 6-15 6-16 6-17 6-18 6-19 6-20 6-21    
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        Olav Lundström MicroSCADA Pro Marketing & Sales 2005 ABB - 1-1MRS755673
    

    
        
        Olav Lundström MicroSCADA Pro Marketing & Sales 2005 ABB - 1 - Contents MicroSCADA Pro Portal Marketing and sales Ordering MicroSCADA Pro Partners Club 2005 ABB - 2 - MicroSCADA Pro - Portal Imagine that    
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        TX-NR3030_BAS_Cs_ indd
    

    
        
        TX-NR3030 http://www.onkyo.com/manual/txnr3030/adv/cs.html Cs 1 2 3 Speaker Cable 2 HDMI OUT HDMI IN HDMI OUT HDMI OUT HDMI OUT HDMI OUT 1 DIGITAL OPTICAL OUT AUDIO OUT TV 3 1 5 4 6 1 2 3 3 2 2 4 3 2 5    
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        CL-68x00,00,00,00,00, CL-78x00,00,00,00,6000 Spindle 181mm mm Spindle bore 181mm is standard. 255,5 or 5mm is option. Chuck is optional. You ca
    

    
        
        CNC KINWA FLAT BED CNC LATHE CL-68x00 CL-68/CL-78 Series Swing 11, mm Between centers 00~7000mm Spindle bore 181, 255, 5, 5mm Spindle motor 60HP CL-68x00,00,00,00,00, CL-78x00,00,00,00,6000 Spindle 181mm    
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        量 ENERGY EFFICIENCY AUDIT 數 不 金 年 例 Year Equipment Maintenance Energy 1 760,000 75,000 1,935,000 2 75,000 1,935,000 3 75,000 1,935,000 4 75,000 1,935,000 5 75,000 1,935,000 6 75,000 1,935,000 7 75,000    
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        同步伺朊电机CMP40 ~ 112、CMPZ71 ~ 100
    

    
        
        驱动技术 \ 驱动自动化 \ 系统集成 \ 服务 *22491708_0316* 操作手册补充文件 安全评估编码器 AK0H(FS) AK1H(FS) 同步伺服电机CMP40 ~ 112 CMPZ71 ~ 100 安全功能 03/2016 版本 22491708/ZH-CN SEW-EURODRIVE Driving the world 目 录 目 录 1 概 述... 5 1.1 手 册 的 使    
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        License Agreement for Bible Texts These Scriptures: May not be altered or modified in any form. They must remain in their original context. May not be sold or offered for sale in any form. May not be used    
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        MODEL COLOR LIST UZ125D2 YMW GRAY YNF RED YRG BLUE 30H WHITE
    

    
        
        MODEL COLOR LIST UZ125D2 YMW GRAY YNF RED YRG BLUE 30H WHITE MODEL COLOR LIST UZ125D2K K13 BLACK YRG BLUE YPK WHITE MODEL COLOR LIST UZ125X2 G22 Q05 GRAY ORANGE GREEN WHITE N28 W08 PREFACE When it becomes    
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        Our Mission ICAPlants has been working since a long time in industrial automation, developing specific solutions for many industrial purposes to satis
    

    
        
        Tyres Assembly Systems Our Mission ICAPlants has been working since a long time in industrial automation, developing specific solutions for many industrial purposes to satisfy Customers worldwide. Our    
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        Application Chuck Instruction Manual Universal Ball Lock Power Chuck APPLICATION CHUCK PBL CHUCK (UNIVERSAL BALL LOCK POWER CHUCK) TABLE OF CONTENTS Keep this manual handy for easy reference as it will    
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        CENTRO 花 甲 老 人 的 for 交 the over 60s 通 travel 证 passes for the over 60s travel passes for the over 60s travel 谢 谢 发 给 我 这 个 交 通 证, travel passes for the over 60s 我 travel 今 passes 年 for 66 the over 岁 60s    
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        Applied Biosystems StepOne™ Real-Time PCR System Quick Reference Card for Installation
    

    
        
        Applied Biosystems StepOne Real-Time PCR System StepOne 系统安装 快速参考卡 本文档提供在并置布局中安装 StepOne 系统的简明指导 有关 完整步骤或独立安装步骤 请参阅 Applied Biosystems StepOne Real-Time PCR System 安装 联网和维护指南 目录 1. 安装准备........................................    
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        MS24264 连接器
    

    
        
        DETAIL SPECIFICATION SHEET CONNECTORS, RECEPTACLE, ELECTRICAL, FLANGE MOUNTING, MINIATURE, CLASSES E, F, G AND R Inactive for new design for 14 November 1977.For new design, use MIL-DTL-83723, series III,    

    
        More information 
    




    
        热设计网
    

    
        
        例 例 Agenda Popular Simulation software in PC industry * CFD software -- Flotherm * Advantage of Flotherm Flotherm apply to Cooler design * How to build up the model * Optimal parameter in cooler design    
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        OVLFx3C7_Series_A3_bgry-KB.pub
    

    
        
        (5 mm) x High brightness with well-defined spatial radiation patterns x U-resistant epoxy lens x Blue, green, red, yellow Product Photo Here Each device in the OLFx3C7 series is a high-intensity LED mounted    
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        MODEL 62000H SERIES 5KW / 10KW / 15KW 0 ~ 375A 0 ~ 1000V/2000V( ) : 200/220Vac, 380/400Vac, 440/480Vac 3U/15KW / & 150KW / ( 10 ms ~ 99 hours)
    

    
        
        MODEL 62000H SERIES 5KW / 10KW / 15KW 0 ~ 375A 0 ~ 1000V/2000V( ) : 200/220Vac, 380/400Vac, 440/480Vac 3U/15KW / &150KW / ( 10 ms ~ 99 hours) 10 100 / PROGRAMMABLE DC POWER SUPPLY MODEL 62000H SERIES USB    
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        运动员治疗用药豁免申报审批办法
    

    
        
        运 动 员 治 疗 用 药 豁 免 管 理 办 法 第 一 条 为 了 保 护 运 动 员 的 身 心 健 康, 保 证 运 动 员 的 伤 病 得 到 及 时 安 全 的 治 疗, 保 障 运 动 员 公 平 参 与 体 育 运 动 的 权 利, 根 据 国 务 院 反 兴 奋 剂 条 例, 参 照 世 界 反 兴 奋 剂 条 例 和 治 疗 用 药 豁 免 国 际 标 准 的 有 关 条 款,    
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        . Land Patterns for Reflow Soldering.Recommended Reflow Soldering Conditions (For Lead Free) TYPE PID0703 PID0704 PID1204 PID1205 PID1207 PID1209 L(mm
    

    
        
        .Features: 1.Magnetic Shielded surface mount inductor with high current rating. 2.Low resistance to keep power loss minimum..applications: Excellent for power line DC-DC conversion applications used in    

    
        More information 
    




    
        iml v C / 0W EVM - pplication Notes. IC Description The iml8683 is a Three Terminal Current Controller (TTCC) for regulating the current flowin
    

    
        
        iml8683-220v C / 0W EVM - pplication Notes iml8683 220V C 0W EVM pplication Notes Table of Content. IC Description... 2 2. Features... 2 3. Package and Pin Diagrams... 2 4. pplication Circuit... 3 5. PCB    
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        2 2 3 DLight CPU I/O DLight Oracle Solaris (DTrace) C/C++ Solaris DLight DTrace DLight DLight DLight C C++ Fortran CPU I/O DLight AM
    

    
        
        Oracle Solaris Studio 12.2 DLight 2010 9 2 2 3 DLight 3 3 6 13 CPU 16 18 21 I/O DLight Oracle Solaris (DTrace) C/C++ Solaris DLight DTrace DLight DLight DLight C C++ Fortran CPU I/O DLight AMP Apache MySQL    

    
        More information 
    




    
        iml v C / 4W Down-Light EVM - pplication Notes. IC Description The iml8683 is a Three Terminal Current Controller (TTCC) for regulating the cur
    

    
        
        iml8683-220v C / 4W Down-Light EVM - pplication Notes iml8683 220V C 4W Down Light EVM pplication Notes Table of Content. IC Description... 2 2. Features... 2 3. Package and Pin Diagrams... 2 4. pplication    
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        2012 年 4 月 至 6 月 活 動 一 覽 月 份 計 劃 / 項 目 活 動 4 月 竹 園 中 心 活 動 竹 園 中 心 開 放 日 暨 沒 有 巴 掌 日 嘉 年 華 :4 月 28 日 v 迎 新 會 :4 月 21 日 童 歡 部 落 v 義 工 服 務 :5 月 27 日 v 小
    

    
        
        八 月 通 訊 在 多 名 熱 心 青 年 的 參 與 及 香 港 救 助 兒 童 會 贊 助 下, 本 會 推 出 兒 童 專 網, 透 過 互 動 遊 戲 及 討 論 區, 讓 兒 童 及 青 少 年 認 識 更 多 保 護 兒 童 的 知 識, 包 括 虐 待 兒 童 的 種 類 家 居 安 全 及 自 我 保 護 在 過 去 數 個 月, 兒 童 專 網 的 點 擊 次 數 已 累 積 至    
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        zh_instructions-for-use-and-assembly-instructions_mba
    

    
        
        安装和使用说明书 Hänchen 产品 2 3 ZH Hydraulik-Zylinder Hydraulic cylinder Klemmeinheit Ratio-Clamp Clamping device Ratio-Clamp Druckübersetzer Pressure intensifier Schwingungs- und Körperschalldämpfer Vibration    
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        untitled
    

    
        
        0000137925 REV 1.0 ... 4... 5... 6... 7... 8... 9... 11... 12... 13... 14... 15... 17... 18... 20... 22 ( 1)... 25... 26 ( 2)... 28 \ 1 ( 2A)... 29 \ 2 ( 2B)... 30 SSR ( 2C)... 31 \ ( 2D)... 32 \ ( 3A)...    
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        Chapter 24  DC Battery Sizing
    

    
        
        26 (Battery Sizing & Discharge Analysis) - 1. 2. 3. ETAP PowerStation IEEE 485 26-1 ETAP PowerStation 4.7 IEEE 485 ETAP PowerStation 26-2 ETAP PowerStation 4.7 26.1 (Study Toolbar) / (Run Battery Sizing    
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        Microsoft Word - AP1515V02
    

    
        
        Document No. Rev.: V0.20 Page: 1 of 9 Revision History Rev. DRN # History Initiator Effective Date V01 V02 Initial document 黃宗文 Add second package description 葉宗榮 2014/05/15 2015/09/08 Initiator: 雷晨妤 (DCC)    
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        iml88-0v C / 8W T Tube EVM - pplication Notes. IC Description The iml88 is a Three Terminal Current Controller (TTCC) for regulating the current flowi
    

    
        
        iml88-0v C / 8W T Tube EVM - pplication Notes iml88 0V C 8W T Tube EVM pplication Notes Table of Content. IC Description.... Features.... Package and Pin Diagrams.... pplication Circuit.... PCB Layout    

    
        More information 
    




    
        601/601 FS Cat 430 mm 14'3" 4270 mm 14' 340 mm 17'6" 4 mm 13'7" 4300 mm 14'1" 3720 mm 12'2" 20 mm 17'3" 1720 mm '8" 180 mm '2" 4690 mm 1'" 60 mm 19'9"
    

    
        
        Cat 601/601 FS Cat C18 Cummins QSK19 A B 600 mm 4400 mm 200 kg 16.7 N/cm 2 2900 kg 16.3 N/cm 2 23.6" 14'" 231920 lb 24.2 psi 22680 lb 23.6 psi 70 mm 40 mm 6600 kg 13. N/cm 2 4300 kg 13.2 N/cm 2 29." 14'11"    

    
        More information 
    




    
        gebook84-1
    

    
        
        1 1.1 1.1.1 1.1.2 2 1 ( ) 1. 2. 3. 1.2 1.2.1 3 1. 5 0 20 2 ( 3 ) ( ) ( ) ( ) 0 1 0 2 0 3 4 1 0 4 0 5 0 6 ( 4 ) ( ) ( ) ( ) ( ) 2. ( 3 ) ( ) ( ) ( 5 ) ( ) ( 4 ) ) ( ( ) ( S I C ) ( 1 2 0 21 4 9 50 9 9 )    
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        1-S40A...-1 DAT00452 V.005
    

    
        
        1. 1-S40A -1 Technical data: DATA SHEET Technical data Unit 1-S40A -1 OIML R60 D1 C3 Emax Max. capacity Kg 50,100,200,500 50,100,200,500 t 1, 2, 3, 5 1, 2, 3, 5 vmin % of Cn 0.0286 0.0120 Sensitivity mv/v    

    
        More information 
    




    
        1. 請 先 檢 查 包 裝 內 容 物 AC750 多 模 式 無 線 分 享 器 安 裝 指 南 安 裝 指 南 CD 光 碟 BR-6208AC 電 源 供 應 器 網 路 線 2. 將 設 備 接 上 電 源, 即 可 使 用 智 慧 型 無 線 裝 置 進 行 設 定 A. 接 上 電 源
    

    
        
        1. 請 先 檢 查 包 裝 內 容 物 AC750 多 模 式 無 線 分 享 器 安 裝 指 南 安 裝 指 南 CD 光 碟 BR-6208AC 電 源 供 應 器 網 路 線 2. 將 設 備 接 上 電 源, 即 可 使 用 智 慧 型 無 線 裝 置 進 行 設 定 A. 接 上 電 源 B. 啟 用 智 慧 型 裝 置 的 無 線 Wi-Fi C. 選 擇 無 線 網 路 名 稱 "edimax.setup"    

    
        More information 
    




    
        HC70245_2008
    

    
        
        Reliability Laboratory Page: 1 of 6 Date: September 5, 2008 WINMATE COMMUNICATION INC. 9 F, NO. 111-6, SHING-DE RD., SAN-CHUNG CITY, TAIPEI, TAIWAN, R.O.C. The following merchandise was submitted and identified    
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        TSI 8384/8385/8386 Manual
    

    
        
        8384/85/86 TSI/ VELOCITY FLOWRATE PRESSURE zero TEMP HUMIDITY SAMPLE options NEXT TEST clear STATISTICS review data SAMPLE INTERVAL HEAT FLOW THERMAL PITOT ACTUAL STANDARD ENTER ON/OFF 7 1 8 TEL:(02)26018201    

    
        More information 
    




    
        Induction Heating and Melting Capacitors
    

    
        
        General Information Induction Heating and Melting Capacitors pplication: The capacitors are applicable for indoor use and intended to be used for power factor correction in induction heating, melting,    

    
        More information 
    




    
        AL-M200 Series
    

    
        
        NPD4754-00 TC ( ) Windows 7 1. [Start ( )] [Control Panel ()] [Network and Internet ( )] 2. [Network and Sharing Center ( )] 3. [Change adapter settings ( )] 4. 3 Windows XP 1. [Start ( )] [Control Panel    

    
        More information 
    




    
        GH1220 Hall Switch
    

    
        
        Unipolar Hall Switch - Medium Sensitivity Product Description The DH220 is a unipolar h all switch designed in CMOS technology. The IC internally includes a voltage regulator, Hall sensor with dynamic    

    
        More information 
    




    
        Catalogue Technique MS02-MSE02 en français.
    

    
        
        MS11-MSE11 MS11 - MSE11 =0.05 kg.m² MS11 MSE11 cm³/tr [cu.in/rev.] cm³/tr [cu.in/rev.] 100 1000 SI Nm [lb.ft] kw [H] 7 730 [44,5] 365 [22,3] 1 161 [590] 200 8 837 [51,0] 419 [25,5] 1 331 [677] 195 9 943    

    
        More information 
    




    
        Microsoft Word MasterCraft X-30_Maint.doc
    

    
        
        2006 MasterCraft X30 Maintenance and Service Log MCX 350 Engine V Drive transmission Three ballast tanks Heater October 20, 2009 Table of Contents 2006 MasterCraft X30 1 1. Winterization 3 1.1 Engine (MCX    

    
        More information 
    




    
        C160W-1-16-mono
    

    
        
        90.2 kw (123 PS) 15 800 17 300 kg SAE PCSA 0.52 0.82 m 3 CECE 0.45 0.70 m 3 90.2 kw (123 PS) 102 kn (10 400 kgf) 82 kn (8 400 kgf) CRES * CRES OPG (ISO) HN D 1. 2. 3. 2 3 ZAXIS 17 300 kg 90.2 kw (123 PS)    

    
        More information 
    




    
        RF & MICROWAVE COMPONENTS
    

    
        
        MICROOT MICROWAVE CO., LTD. RF & MICROWAVE COMPONENTS WWW.MIC-ROOT.COM Catalogue 1. ABOUT MICROOT...3 2. Broadband 90/180deg Hybrid and Coupler...4 3. Broadband Power Divider... 13 4. Filter... 20 5. RF    

    
        More information 
    




    
        LTTH-product-bro
    

    
        
        海 南 海 航 汉 莎 技 术 培 训 有 限 公 司 培 训 课 程 介 绍 飞 机 维 修 培 训 课 程 海 航 汉 莎 培 训 产 品 产 品 选 择 培 训 目 标 海 南 海 航 汉 莎 技 术 培 训 有 限 公 司 是 于 2007 年 由 德 国 汉 莎 技 术 培 训 和 海 航 集 团 共 同 出 资 建 立 的 一 家 专 门 从 事 民 用 航 空 维 修 培 训 的 中    

    
        More information 
    




    
        Urban lighting LUNIOSTREET arcluce.it lunio-street 294
    

    
        
        Urban lighting 294 LUMINIRE Die-cast aluminium body (EN 47100). Double layer polyester powder paint resistant to corrosion and salt spray fog. Silicone rubber gaskets. ISI 316 stainless steel external    

    
        More information 
    




    
        HS244500W HS244600W.ppt
    

    
        
        西 门 子 嵌 入 式 食 具 消 毒 柜 BUILT-IN TABLEWARE STERILIZER 使 用 及 安 装 说 明 书 OPERATION AND INSTALLATION INSTRUCTION cn HS244500W HS244600W 前 言 /Preface 非 常 感 谢 您 选 购 西 门 子 家 电 的 厨 房 电 器 产 品! 在 使 用 本 产 品 前, 请 您    

    
        More information 
    




    
        monalitDE_002.indd
    

    
        
        MonAliT 70% 70mm 80mm MonAliT VDW-Technology Our diamond and boron nitride tools are manufactured using the new VDW-Technology. Diamond grains are strongly welded with each other. The diamond grain concentration    

    
        More information 
    




    
        CNC KINWA FLAT BED CNC LATHE CL-58x3000 CL-38/CL-58 Series Swing 660, 900mm Between centers 1000~6000mm Spindle bore 120,186,258,375mm Spindle motor 3
    

    
        
        CNC KINWA FLAT BED CNC LATHE CL-8x000 CL-8/CL-8 Series Swing 660, 900mm Between centers 00~6000mm Spindle bore 1,186,8,7mm Spindle motor 0,40HP 14 CL-8x00,00,00,000,4000 CL-8x00,00,000,4000,000, C L8/C    

    
        More information 
    




    
        WARNING RISK OF ELECTRIC SHOCK DO NOT OPEN AVIS RISQUE DE CHOC ELECTRIQUE NE PAS OUVRIR PORTABLE CART WARNING S325A CT-2
    

    
        
        FR-N3X WARNING RISK OF ELECTRIC SHOCK DO NOT OPEN AVIS RISQUE DE CHOC ELECTRIQUE NE PAS OUVRIR PORTABLE CART WARNING S325A CT-2 CT-3 CLASS LASER PRODUCT CT-4 CT-5 6 mm mm 3 mm 6 5mm 2 CT-6 2 CT-7 2 3 0mm    

    
        More information 
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        40 2 3 4 5 ^ ^ 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 PLEASE AFFIX STAMP HERE Diabetes Hongkong Unit 1802, 18/F., Tung Hip Commercial Bldg., 244-252 Des Voeux Rd C, HK. Diabetes Hongkong membership    

    
        More information 
    




    
        Pin Configurations Figure2. Pin Configuration of FS2012 (Top View) Table 1 Pin Description Pin Number Pin Name Description 1 GND 2 FB 3 SW Ground Pin.
    

    
        
        Features Wide 3.6V to 32V Input Voltage Range Output Adjustable from 0.8V to 30V Maximum Duty Cycle 100% Minimum Drop Out 0.6V Fixed 300KHz Switching Frequency 12A Constant Output Current Capability Internal    

    
        More information 
    




    
        SM4-10/12/15 SM mm ( inch) ( ) SM 1 /10 SM4 SM 70 bar (1000 psi) p 3,8 57 l/min ( USgpm) 1% SM SM4-10/12/15 35m () SM4 * Viton DuPon
    

    
        
        Vickers 651-C SM4-10/12/15 57 l/min (15 USgpm) 210 bar (3000 psi) 1993 12 SM4-10/12/15 SM 0.025 mm (0.0001 inch) ( ) SM 1 /10 SM4 SM 70 bar (1000 psi) p 3,8 57 l/min (1.0 15 USgpm) 1% SM SM4-10/12/15 35m    

    
        More information 
    




    
        untitled
    

    
        
        () PRELIMINARY CONTENTS Page Key 3 Dimensions and Specifications Crane Dimensions 4 Specifications 5 Range Diagram 6 Load Charts 7 Technical Descriptions Lifting Capacity 8 Boom and Components 8 Jib 8    
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        Logitech Wireless Combo MK45 English
    

    
        
        Logitech Wireless Combo MK45 Setup Guide Logitech Wireless Combo MK45 English................................................................................... 7..........................................    

    
        More information 
    




    
        Catalogue Technique MS02-MSE02 en français.
    

    
        
        MS05 MSE05 MS05 - MSE05 2 / 36 25/04/207 MS05 - MSE05 (20) (20) Twin-Lock -(20) (20) (70) (20) 7 (2A50) (2A50) (20) 29 (250 x 60) 30 3 25/04/207 3 / 36 MS05 - MSE05 * * MS05 MSE05 cm³/tr [cu.in/rev.] cm³/tr    

    
        More information 
    




    
        Welch Allyn Spot Vital Signs LXi, DFU, Chinese
    

    
        
        Welch Allyn Spot Vital Signs LXi BP SYS mmhg DIA mmhg TEMP 4 WEST 127 AM Reading 735 01 F 98 % 62 SpO2 PULSE /min Patient ID 0123456789 Weight Pain Height Clear Respiration Send/Next Reading Enter Spot    

    
        More information 
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